
PRECISION MEETS PERFORMANCEModular All-in-One Injection SolutionThe most compact high-performance package on the marketContact usems@droptech.no | +47 960 00 430Harald Gilles vei 7, 4633 Kristiansand, Norway © 2025 Droptech AS. All rights reserved. Subject to change. Datasheet v1.0 1Retrofit legacy skids• Flow control 0.01 – 200 l/h•Self-cleaning functionality• DT1 Valve - Technology provenby Equinor•



Technical Datasheet – Zone 1 (ATEX)Valve Specifications - Droptech DT1Flow Range 0.01 – 200 l/hPressure Rating 690 bar / 10 000 psiMaterials 316SS, other alloys on requestTemperature −20 °C to +85 °CConnections ¼” BSPP / ¼” NPT / Autoclave MHPCertification ATEX - Zone 1Valve Weight 5.5 kgCoriolis Flow Meter Specifications & TransmitterFlow Measurement Rheonik RHM 015 Flow SensorFlow Transmitter Rheonik RHE 21 Ex de Field MountFlow Range 0.002 – 1.2 kg/minPressure Up to 1481 bar (21480 psi)Materials SS 316LConnections ¼" – 1"Output 2 x AnalogInput 1 x AnalogTransmitter Weight 8 kgFlow Element Weight 3 kgOptions Other Coriolis spec also avaliableLocal control Perfect for retrofit with only 24 VDC avaliableActuator SpecificationsActuation Rotork Hanbay RCM electric actuatorMaterials SS 316LSupply 24 VDCGland ½” NPTInput 4-20 mAWeight 1 kgCertification CSA (US) Approved, awaiting ATEX approval© 2025 Droptech AS. All rights reserved. Subject to change. Datasheet v1.0 2



ATEX and Transmitter ConfigurationsZone 1 solution: Coriolis transmitter mounted in front.Zone 2 solution: Coriolis transmitter integrated within the Coriolis element.GA Drawing© 2025 Droptech AS. All rights reserved. Subject to change. Datasheet v1.0 3
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